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Mounting | Gap Filling

Dispenser Mounting
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Appliance Gap Filling & Vibration
Dampening
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Application Temperature +50°F

Service Temperature 0°F to 180°F

Coat Weight - mils Performance Characteristics

IM1800XTW60 1/32" Foam 81# NT PCK

IM1810XTW60 1/16" Foam 81# NT PCK

IM1900XTW60 1/32" Foam 83# White SCK

IM1900XT4PP 1/32” Foam 4.0 mil Blue PP

IM1930XTW60 1/16” Foam 83# White SCK

IM1930XT4PP 1/16” Foam 4.0 mil Blue PP

IM1940XTW60 1/8” Foam 80# White SCK

g IM1700XTW60 1/32” Foam 83# White SCK
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@ IM1740XTW60 1/8” Foam 80# White SCK

XT Rubber Double Coated Foam Tapes Meet the following criteria:
+ REACH and RoHS regulations

« Prop 65 Compliant

- Consumer Product Safety Improvement Act of 2008

« Conflict Minerals

« Toxics in Packaging

For additional Performance Guides on MacMount XT Foam Tape products,
please visit www.mactac.com.

Mactac is ISO9000-2015 certified.
Mactac is a member of the following organizations:

Gasket Fabricators Association
National Association of Graphic and Product Identification Manufacturers, Inc. (GPI)
Pressure Sensitive Tape Council (PSTC)
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